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52. (Currently amended) A method in a notification server for providing a 
notification of an occurrence of an event, the method comprising the steps of: 

receiving an event notification string comprising event information that 
identifies at least one feature of the event, identification information that identifies 
an executable resource capable of processing the event information and at least 
one of an event type, an event value, an app l ication o ooo ion ident i fi e r, a 
parameter, and an application session identifier; 

determining notification information that identifies a device to be notified of 
the occurrence of the event by accessing an application-state data record based 
on the application session identifier in response to receiving the event notification 
string; 

providing an event notification to the device in response to determining the 
notification information; 

providing an event identifier in response to receiving the event notification 
string and determining the notification information; 

receiving a query request based on the event identifier that requests a 
status of the event notification; and 

providing a response to the query request that indicates the status of the 
event notification. 



53. (Currently amended) A notification server configured for providing a 
notification of an occurrence of an event, the notification server 
comprising: 

a network interface; and 

an executable resource, wherein; 

the network interface is configured to receive an event notification 
string comprising event information that identifies at least one feature of the 
event, identification information that identifies an executable resource capable of 
processing the event information, a n a ppl i cation s e ssion i d e ntif ie r, and at least 
one of an event type, an event value, an application session identifier, and a 
parameter; 

the executable resource is configured to determine notification information 
that identifies a device to be notified of the occurrence of the event based on the 
event notification string and to provide through the network interface an event 
notification to the device based on the notification information, and wherein the 
executable resource accesses an application-state data record based on the 
application session identifier; 

the network interface provides an event identifier generated by the 
executable resource based on the event notification string and the notification 
information; 

the network interface receives a query request based on the event 
identifier that requests a status of the event notification; and 

the executable resource provides through the network interface a 
response to the query request that indicates the status of the event notification. 
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